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Regional Headquarters

Regional Offices

Americas
Manitowoc, Wisconsin, 
USA
Tel:  +1 920 684 6621
Fax:  +1 920 683 6278

Shady Grove, 
Pennsylvania, USA
Tel:  +1 717 597 8121
Fax:  +1 717 597 4062

Americas
Brazil
Alphaville
Tel:  +55 11 3103 0200
Fax:  +55 11 4688 2013

Mexico
Monterrey
Tel:  +52 81 8124 0128
Fax:  +52 81 8124 0129

Europe, Middle East, 
Africa
Algeria
Hydra
Tel:  +21 3 21 48 1173
Fax:  +21 3 21 48 1454

Czech Republic
Netvorice
Tel:  +420 317 78 9313
Fax:  +420 317 78 9314

France
Baudemont
Tel:  +33 385 28 2589
Fax:  +33 385 28 0430
Cergy
Tel:  +33 130 31 3150
Fax:  +33 130 38 6085
Decines
Tel:  +33 472 81 5000
Fax:  +33 472 81 5010

Germany
Langenfeld
Tel:  +49 21 73 8909-0
Fax:  +49 21 73 8909-30

Hungary
Budapest
Tel:  +36 13 39 8622
Fax:  +36 13 39 8622

Italy
Parabiago
Tel:  +39 331 49 3311
Fax:  +39 331 49 3330

Europe, Middle East, 
Africa
Ecully, France
Tel:  +33 472 18 2020
Fax:  +33 472 18 2000

Netherlands
Breda
Tel:  +31 76 578 3999 
Fax:  +31 76 578 3978

Poland
Warsaw
Tel:  +48 22 843 3824
Fax:  +48 22 843 3471

Portugal
Baltar
Tel:  +351 229 69 8840
Fax:  +351 229 69 8848
Lisbon
Tel:  +351 212 109 340
Fax:  +351 212 109 349

Russia
Moscow
Tel:  +7 495 641 2359
Fax:  +7 495 641 2358

U.A.E.
Dubai
Tel:  +971 4 8862677
Fax:  +971 4 8862678

U. K.
Gawcott
Tel:  +44 1 280 81 8830
Fax:  +44 1 280 81 8831

Asia – Pacific
Australia
Brisbane
Tel:  +61 7 3 274 6558
Fax:  +61 7 3 274 5879
Melbourne
Tel:  +61 3 9314 3338
Fax:  +61 3 9336 1552
Sydney
Tel:  +61 2 8863 7000
Fax:  +61 2 9896 3122

China
Beijing
Tel:  +86 10 58674761
Fax:  +86 10 58674760

Asia – Pacific
Shanghai, China
Tel:  +86 21 6457 0066
Fax:  +86 21 6457 4955

Xi’an
Tel:  +86 29 88632112
Fax:  +86 29 88633359

India
Delhi
Tel:  +91 124 478 0100
Fax:  +91 124 478 0150
Pune
Tel:  +91 20 66 44 5563
Fax:  +91 20 66 44 5599

Korea
Seoul
Tel:  +82 2 3439 0400
Fax:  +82 2 3439 0405

Philippines
Makati City
Tel:  +63 2 844 9437
Fax:  +63 2 844 4712

Singapore
Tel:  +65 6264 1188
Fax:  +65 6862 4040
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MAX-ER®

Model Capacity Main boom Long reach boom Fixed jib Luffing jib Fixed jib extension

2250 500 USt 360' 400' 500' 540' 620'
450 t 109,7 m 121,9 m 152,4 m 164,6 m 189,0 m

16000 419 USt 394' – – 590' –
380 t 120,0 m – – 180,0 m –

18000 826 USt 440' – 450' 610' –
750 t 134,1 m – 137,1 m 185,9 m –

21000 1000 USt 380' – – 640' –
907 t 115,8 m – – 195,0 m –

RINGERTM

Model

888 661 USt 425' – 600' 620' –
600 t 129,5 m – 182,8 m 188,9 m –

1200 75A 900 USt 400' – – – –
816 t 121,9 m – – – –

1200 72 1,433 USt 403' – – 503' –
1300 t 122,8 m – – 153,3 m –

Wagon crane

Model Capacity Engine Main boom
Standard line pull / 

line speed
Optional line pull / 

line speed
Auxiliary 

hydraulic package

222 Wagon 100 USt 230 Hp 200' 40,000 lb / 266 fpm 20,000 lb / 570 fpm –
91 t 172 kW 61,0 m 178kN / 81,0 mpm 89kN / 174 mpm –

Duty-cycle
Model

1015 132 USt 600 Hp 200' 66,000 lb 44,000 lb 80 gpm @ 4,300 psi
120 t 447 kW 61,0 m 294 kN 196 kN 6 81 l/m @ 300 bar

Truck carrier

Model Capacity Engine Main boom Fixed jib Luffing jib
Standard line pull / 

line speed

2250T 300 USt 460 Hp / 450 Hp 320' 350' – 40,000 lb / 541 fpm
272 t 343 kW / 336 kW 97,5 m 86,0 m – 178 kN / 165 m/min



Crawler

Model Capacity Load moment Engine Main boom Long reach boom Fixed jib Luffing jib Fixed jib extension Clamshell capacity Dragline capacity
Standard line pull / 

line speed
Optional line pull / 

line speed Model

8000 80 USt 2,037 ft-kips 213 Hp 200' – 240' –  – 16,000 lb – 17,000 lb / 525 fpm – 8000
73 t 281 tonne-m 159 kW 61,0 m – 73,0 m – – 7 260 kg – 76 kN / 160 m/min –

8500 85 USt 2,041 ft-kips 213 Hp 200' – 240' –  – 16,000 lb – 17,000 lb / 525 fpm – 8500
80 t 282 tonne-m 159 kW 61,0 m – 73,0 m – – 7 260 kg – 76 kN / 160 m/min –

10000 100 USt 2,270 ft-kips 332 Hp 200' – 250' 265'  – 22,000 lb – 25,100 lb / 535 fpm – 10000
90 t 314 tonne-m 247 kW 61,0 m – 76,2 m 80,8 m – 9 980 kg –  112 kN / 160 m/min –

11000 100 USt 2,850 ft-kips 332 Hp 230' – 270' 310'  – 25,000 lb – 25,100 lb / 535 fpm – 11000
90 t 397 tonne-m 247 kW 70,1 m – 82,3 m 94,5 m – 11 340 kg – 112 kN / 163 m/min –

12000 120 USt 2,880 ft-kips 332 Hp 230' – 270' 310'  – 25,000 lb – 25,100 lb / 535 fpm – 12000
110 t 397 tonne-m 247 kW 70,1 m – 82,3 m 94,5 m – 11 340 kg – 112 kN / 163 m/min –

1015 132 USt 3,891 ft-kips 600 Hp 200' – 220' –  – 40,000 lb 25,000 lb 66,000 lb / 430 fpm 44,000 lb / 615 fpm 1015
120 t 532 tonne-m 447 kW 61,0 m – 67,1 m –  – 18 100 kg 11 300 kg 294 kN / 131 m/min 196 kN / 187 m/min

555 150 USt 3,900 ft-kips 340 Hp 250' – 280' 330' 390' 25,000 lb – 33,000 lb / 425 fpm – 555
136 t 539 tonne-m 253 kW 76,2 m – 85,3 m 100,6 m 118,9 m 11 300 kg – 147 kN / 130 m/min –

777 200 USt 4,831 ft-kips 340 Hp 270' – 300' 350' 410' 29,500 lb 20,000 lb 44,000 lb / 442 fpm 29,500 lb / 674 fpm 777
181 t 668 tonne-m 253 kW 82,3 m – 91,4 m 106,7 m 125,0 m 13 380 kg 9 072 kg 196 kN / 135 m/min 131 kN / 205 m/min

14000 220 USt 6,267 ft-kips 340 Hp 292' – 323' 364' – – – 31,500 lb / 460 fpm    – 14000
200 t 865 tonne-m 253 kW 89,0 m – 98,4 m 111,0 m – – – 140 kN / 140 m/min    –

999 275 USt 8,268 ft-kips 400 Hp 290' 340' 380' 420' 480' 29,500 lb 20,000 lb 29,500 lb / 440 fpm    – 999
250 t 1 150 tonne-m 298 kW 88,4 m 103,6 m 115,8 m 128,0 m 146,3 m 13 381 kg 9 000 kg 131 kN / 134 m/min    –

15000 – – – – – – –  – – – – – 15000
250 t 1 150 tonne-m 298 kW 87,5 m – 102,9 m 127,7 m – – – 131 kN / 134 m/min –

2250 300 USt 12,294 ft-kips 500 Hp 300' 330' 390' 400' 520' 40,000 lb – 30,000 lb / 541 fpm    – 2250
272 t 1 700 tonne-m 372 kW 91,4 m 100,6 m 118,9 m 121,9 m 158,6 m 18 100 kg – 133 kN / 165 m/min    –

16000 440 USt 18,800 ft-kips 500 Hp 315' – – 452'  –  – – 35,000 lb / 697 fpm    – 16000
400 t 2 599 tonne-m 372 kW 96,0 m – – 132 m  –  – – 155 kN / 212 m/min    –

18000 660 USt 32,868 ft-kips 600 Hp 320' 400' 290' 520'  –  – – 48,000 lb / 542 fpm    – 18000
600 t 4 544 tonne-m 447 kW 97,5 m 121,9 m 88,4 m 158,6 m  –  – – 217 kN / 165 m/min    –

21000 834 USt 38,920 ft-kips 600 Hp 360' 400' –  –  –  – – 48,000 lb / 529 fpm    – 21000
756 t 5 381 tonne-m 447 kW 109,7 m 121,9 m –  –  –  – – 217 kN / 161 m/min    –

EPIC®

Manitowoc’s Electronically 
Processed Independent 
Controls (EPIC) system 
delivers precise load control 
by matching a crane’s 
command to the crane 
function. EPIC pinpoints 
any problem in the crane’s 
engine, powertransmission 
or other operating system.

FACT™ Connectors
Manitowoc’s patented Fast  
Aligning Connection Technology 
(FACT) automatically aligns crane 
components for fast, easy assembly.

Crawler Drive Shafts
These eliminate the need to disconnect hydraulic systems  
for shipment—simplifying crawler removal and assembly.


